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KX-TE 
Max. 24 Ext 

TDA as 
Digital PBX 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

TDE/NCP as 
IP/Digital Hybrid PBX 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 

128 
 
 
 

64 
 
 
 

24 
 
 

Analog                                        Digital                               IP (more features) 

NCP as “TDE30” 
Max. 40 Ext 

TDA600 
Max. 960 Ext 

TDA200 
Max. 128 Ext 

TDA100 
Max. 64 by Power-S 

TDE600         
Max. 960 Ext 

TDE200 
Max. 168 Ext  

TDE100 
Max. 64 by Power-S 

TDA30 
Max. 28 Ext 

TDA100D 
Max. 128 Ext 

Max. Ext 

Dung lượng tối đa= máy nhánh Digital + máy nhánh SLT ( trừ máy nhánh X-DPT và IP phone) 

NS Pure IP 
PBX 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

NS IP/Digital 
Hybrid PBX 

 
 

KX-NS300 
Max.130 Ext 

NS1000 x  2 
+ TDA620 x 4          

Max. 1000 Ext 

1. GIỚI THIỆU CHUNG 
KX-NS300  là dòng tổng đài IP thay thế cho các model của hãng Panasonic 
trước đây:  KX-TDA/TDE100-200 và KX-NCP 
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KX-NS300 
 
 
 
 
 
 
 
 

KX-NS1000 
Version 2.1 

KX-TDE/NCP 
Version 4 

KX-TDE/NCP 
Version 7 

KX-TDA100D 

Program 
by PT  
N/A 

Program 
by PT  
Yes Web 

Program 

Web 
Program 

 Program 
by PT 

Unified  
PCMC 

(Application) 

 Program 
by PT 

Hỗ trợ lập trình tổng đài thông qua giao diện Web/ PT, giao diện lập trình giống 
như TDA/TDE 

2. TÍNH NĂNG CHÍNH 
Những tính năng của KX-NS300 tương tự như KX-TDA100D.Và thêm 
nhiều tính năng như KX-TDE/NCP version 8 và KX-NS1000 version 3.  

 More IP 

KX-NS1000 
Version 3 

Tích hợp giải pháp 
VM / Recording / UM 

Call Center / UC / 
Mobility / Security 
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Hỗ trợ đầy đủ tính năng IP, 
chuẩn SIP cho trung kế và 
máy nhánh 

Digital Phone / SLT 
Max.130 

without D-XDP 

Tận dụng lại toàn bộ thiết 
bị đầu cuối khi thay thế 
tổng đài NS300  ! 

Thẻ nhớ tùy chọn SD 
cho phép kích hoạt tính 
năng VM, ghi âm, call 
center 
  

VoIP Tích hợp sẵn 2 kênh 
 DISA và ESVM giống như 
KX-TDE Tiết kiệm  

Chi phí 

PT 

AA 

VM 

             VM   
           by SD 

Quản lý có thể ghi âm/ nghe lại cuộc gọi 

Thúc đẩy 
kinh doanh Tiết kiệm 

chi phí 

Thúc đảy 
kinh doanh 

Caller 

Telephone 
Company 

Caller 

Telephone 
Company 

Operator            Supervisor 

Đáp ứng nhu cầu mở rộng của doanh 
nghiệp trong tương lai 

KX-T74xx 
KX-T75xx 
KX-T77xx 

IP Phone + D-XDP 
Max.32+30 

Additionally 

PT = PBX Proprietary Telephone 

3. THẾ MẠNH KINH DOANH 

Presenter
Presentation Notes
<Speech>KX-TDA100D does not support SIP, old Digital PT and Analog PT.These are strong request from market.�New KX-NS300 supports SIP for extension, SIP for trunk,old Digital PT and Analog PT.�Old Digital PT is being connected with old KX-TD816 and KX-TD1232.�These PBX were installed more than 10 years ago. �It is good chance now to replace KX-TD PBX to new KX-NS300.�KX-NS300 is easier than KX-TDA100D to sell because our customerdoes not need to discard old Digital PT.�So our customer can save cost for replacement.   �DISA by default was also strong request for KX-TD100D.�New KX-NS300 supports 2-ch DISA by default.�Incoming call can be transferred using DISA automatically�without operator. ��And VM is supported by SD card without KX-TVM50 or KX-TVM200 hardware.�Automatic recording and call center features are also supported by this SD card.�Default capacity of KX-NS300 is 6-CO / 18-Extension.  �But enough capacity is supported for future expansion.�Maximum 192 extensions are available including 32 IP phones. ��<Demo>�Call from old D-PT to IP Phone (No Answer to VM).�Leave a voice message using D-PT.�Listen to the left message using IP-Phone.
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